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MOTOR EQUIPMENT & BICYCLES
PROFESSIONAL
AND UNIVERSAL CARE PRODUCTS

PRODUCTS
XADO CHEMICAL GROUP manufactures a whole range of special products for care
and technical maintenance of motor equipment and bicycles. These products meet
all the needs of owners of both premium and economy class equipment.
This product line includes modern materials developed by European manufacturers.
The distinctive feature of XADO Chemical Group products is presence of the patented
nanocomponent Revitalizant®.

▶ REVITALIZANT®
▶ PROFESSIONAL HIGH-CLASS PRODUCTS
▶ UNIVERSAL MAINTENANCE PRODUCTS
▶ GREASES
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REVITALIZATION®

REVITALIZANT® EX120 MOTO

REVITALIZATION® — is the technology of restoration and repair of assemblies of vehicles and mechanisms
without their disassembly and increase of their service life expectancy during their operation.

by

ADVANCED REVITALIZANT® FOR MOTOR EQUIPMENT
Designed for restoration, repair and antiwear protection of engines of motor equipment with separate or mixed lubrication system
and capacity up to 1,000 cm3.
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Applied to motorcycles, mopeds, snowmobiles, water and household equipment, lawn mowers, chain saws etc.
Due to the increased concentration of the active component, it possesses improved antiwear and restorative properties.
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HOW DOES IT WORK?
1. In order for a defect to occur all it takes is a scratch or chip due to impact

of a solid foreign particle (dust, dirt or cutting waste). This area becomes
a zone of enormous surface activity. It appears in places where metal
atoms have uncompensated connections. So they can be easily “loosened”
and torn from the matrix when the load increases. Metal starts chipping.

2. The Revitalizant® gets onto the operating surface together with the

lubricant. The Revitalizant® starts acting exactly in the zone of the heaviest
wear, as there is enough excess energy here to start the Revitalization®
process, and metal atoms possess the largest number of uncompensated
connections. These connections, like magnets, capture and hold the building
material, Revitalizant®, just in the areas of wear and tear.

DEMONSTRABLY
ABOUT THE PROCESS

BEFORE
application
of the Revitalizant®

3. In a few minutes aﬅer beginning of the Revitalization® process a

ceramic-metal patch appears in the place where a scratch was. The zone
of enormous activity disappears. The energy processes stabilize,
the growth of the ceramic-metal coating stops.

4. Due to diﬀusion of the protective layer into metal an extremely ﬁrm
gradient ceramic-metal coating with unique operating properties
is created.

AFTER

application of the Revitalizant®
A real surface of a part before and aﬅer the
application of the Revitalizant® nanocomponent.
Aﬅer 500 km (300 miles) of run the defect has
been completely removed. As a result of the
Revitalization® process, a perfectly smoothed
protective ceramic-metal coating has been
formed on the surface of the part.

APPLICATION INSTRUCTIONS FOR ENGINES WITH MIXED
LUBRICATION SYSTEM
1. Introduce* the contents of the syringe into the fuel tank before fuelling.
2. Fill the tank with fuel.
3. Start the engine and idle it for 2−3 minutes.
4. Operate the engine in regular mode.
APPLICATION INSTRUCTIONS FOR ENGINES WITH SEPARATE
LUBRICATION SYSTEM
1. Warm the engine up to the operating temperature.
2. Introduce* the contents of the syringe into the oil-ﬁller neck.
3. Start the engine and idle it for 2−3 minutes.
4. Operate the engine in regular mode.
* It is recommended to dissolve the contents of the syringe in 20−30 ml
of oil with the temperature higher than +35°C before application.

▶ Restores worn surface of the engine cylinders, eliminates
microcracks and scratches
▶ Increases and levels compression in cylinders
▶ Protects friction parts from wear
▶ Reduces fuel consumption considerably
▶ Restores engine capacity up to nominal values
▶ Increases the engine service life by up to 3 times
▶ Decreases the level of toxic components in exhaust gases
▶ Decreases noise and vibrations

Syringe applicator 4 ml

Art. XA 10 037
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GREASES FOR CHAINS OF MOTOR EQUIPMENT

The MOTTEC PROFESSIONAL line of greases was specially developed for care of HI-END equipment. It includes,
ﬁrst of all, synthetic base oils, enhanced additive packages with powerful protective and, for the ﬁrst time ever,
restoring properties.

MOTTEC HIGH-SPEED CHAIN GREASE
ROAD

MOTTEC DIRT-REPELLENT CHAIN GREASE
RALLY

Contains Revitalizant® and PTFE (Teﬂon).
Designed for light and heavy motor equipment. Developed specially for high-speed
and loaded motorcycle chains. Possesses increased adhesive properties,
indispensable for distant trips.

Contains Revitalizant® and PTFE (Teﬂon).
For those who prefer extreme conditions. Provides extra easy sliding and reliable
protection of chains by penetration of water, dirt and sand, as well as by high speeds
and heavy loads.

▶ Possesses increased adhesive properties, stays on the chain under the inﬂuence
of high peripheral speed
▶ Easily penetrates and reliably lubricates all operating surfaces of chain links
▶ Prevents chains from stretching
▶ Protects from corrosion
▶ Due to the presence of PTFE, provides extra easy sliding of parts
▶ Revitalizant® compensates the ongoing wear of chain parts

APPLICATION INSTRUCTIONS
1. Clean the chain removing dirt and old grease.
2. Shake the can.
3. Spray the grease along the inner side of the chain and let it dry for 10−15 minutes.

▶ Due to the thick formula, ensures watertight sealing and antiwear protection of links
and rollers of chains by penetration of moisture and sand
▶ Possesses increased anticorrosive properties and prevents rusting
▶ Contains Revitalizant® which compensates the ongoing wear of chain elements
and increases their service life expectancy
▶ Due to the presence of PTFE, provides extra easy sliding of parts

APPLICATION INSTRUCTIONS
1. Clean the chain removing dirt and old grease.
2. Shake the can.
3. Spray the grease along the inner side of the chain and let it dry for 10−15 minutes.

Aerosol can 200 ml

Aerosol can 200 ml

Art. XM 10009

Art. XM 10010

CONTINUOUS HIGH SPEEDS
AND LOADS

FLUCTUATING PEAK LOADS,
DIRT
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GREASES FOR BICYCLE CHAINS

The use of the Revitalizant® nanocomponent in greases allowed restoration and antiwear protection of friction
surfaces of chain parts through a ceramic-metal coating. Extra easy sliding and prolonged service life expectancy are enhanced by high PTFE concentration. Now the most loaded and heavy-duty assemblies have
maximum possible protection.

MOTTEC CHAIN GREASE
FOR DRY WEATHER

MOTTEC CHAIN GREASE
ULTRAHYDROPHOBIC

Contains Revitalizant® and PTFE (Teﬂon).
Developed specially for smooth driving of bicycles. Optimal choice for those who like
bike tours and rallies, as well as high speeds.

Contains Revitalizant® and PTFE (Teﬂon).
For trips and travelling by any weather. Perfect protection for chains by penetration
of dirt and water.

▶ Due to the presence of PTFE, provides extra easy sliding of the chain
▶ Contains Revitalizant® which compensates the ongoing wear of chain parts
▶ Prevents chains from stretching
▶ Easily penetrates and reliably lubricates all operating surfaces of chain links
▶ Protects from corrosion
APPLICATION INSTRUCTIONS
1. Clean the chain removing dirt and old grease.
2. Shake the can.
3. Spray the grease along the inner side of the chain and let it dry for 10−15 minutes.

▶ Due to thick consistency protects metal surfaces from penetration of dirt and sand
▶ Possesses enhanced anticorrosive properties and prevents rusting
▶ Contains PTFE which provides extra easy sliding of chain elements
▶ Contains Revitalizant® which compensates the ongoing wear of chain parts
APPLICATION INSTRUCTIONS
1. Clean the chain removing dirt and old grease.
2. Shake the can.
3. Spray the grease along the inner side of the chain and let it dry for 10−15 minutes.

Aerosol can 200 ml

Aerosol can 200 ml

Art. XM 10007

Art. XM 10008

EASY DRIVING, DRY WEATHER

RAIN AND DIRT
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MAINTENANCE PRODUCTS
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Universal products from the MOTTEC UNIVERSAL line are designed for care of assemblies and parts of motor equipment
and bicycles. These products were developed with due consideration of various aspects of technical maintenance
and help solve the problems which occur in everyday life of motorcycles and bicycles owners.

MOTTEC UNIVERSAL SILICONE GREASE

MOTTEC UNIVERSAL CHAIN GREASE
WITH REVITALIZANT®
UNIVERSAL GREASE
FOR CHAINS OF MOTORCYCLES AND BICYCLES
Provides reliable protection and lubrication of chain elements in any operational modes
and conditions.
▶ Possesses increased adhesive properties, stays on the chain for a long time
▶ Easily penetrates and reliably lubricates all the roller surfaces
▶ Protects from corrosion
APPLICATION INSTRUCTIONS
1. Clean the chain removing dirt and old grease.
2. Shake the can.
3. Spray the grease along the inner side of the chain and let it dry for 10−15 minutes.

MOTTEC UNIVERSAL SILICONE GREASE
FOR CARE OF RUBBER AND PLASTIC PARTS
Surfaces of tires, gaskets, plastic panels, molding etc.
▶ Cleans microcracks and scratches from dirt
▶ Restores original colour and shine of parts
▶ Protects from discoloration and cracking
▶ Applicable for rubber, leather and vinyl articles
APPLICATION INSTRUCTIONS
1. Shake the can.
2. Spray a thin layer onto the treated surface, wipe with a rag.
If necessary, repeat the procedure.

Aerosol can 150 ml
Art. XM 10005

Aerosol can 150 ml
Art. ХМ 10001

MOTTEC UNIVERSAL CONSERVING
PROTECTIVE GREASE
MOTTEC UNIVERSAL WHITE GREASE
MOTTEC UNIVERSAL WHITE GREASE
WITH TEFLON (PTFE)
Provides extra easy sliding of parts.
Used for lubrication of clutch and brake cables, V-Brake hinge joints, roller and hinge guides, gearshiﬅ
clutches, clutch and brake levers, bearings (of wheels, sliding assemblies, pedals, headsets), as well
as threaded joints.
▶ Resistant to dust, moisture and other aggressive environments
▶ Creates a water- and corrosion-repellent visible white ﬁlm on surfaces of parts
▶ Protects from discoloration and cracking
▶ Due to the presence of PTFE, provides extra easy sliding of parts
APPLICATION INSTRUCTIONS
1. Shake the can.
2. Spray its contents onto the dry clean surface.

MOTTEC UNIVERSAL CONSERVING PROTECTIVE GREASE.
FOR ANTICORROSIVE PROTECTION OF PARTS BY STORING
Reliably protects motor equipment and bicycles in between the seasons.
Used for lubrication of chains, sprockets, V-Brake hinge joints, derailleur pulleys, brake
cable shells, headstock bearings.
▶ Allows to quickly prepare motor equipment and bicycles for storage
▶ Easily and quickly penetrates all the parts
▶ Special inhibitor components of the grease neutralize aggressive impact of moisture
▶ Chemically neutral towards plastic, lacquer coating and bluing
APPLICATION INSTRUCTIONS
1. Shake the can.
2. Spray on all the visible parts and mechanisms.

Aerosol can 150 ml
Art. XM 10004

Aerosol can 150 ml
Art. XM 10006

for BIKE, MOTORCYCLE, SCOOTER

RANGE
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MOTTEC UNIVERSAL aerosols are reliable and eﬃcient maintenance products which make technical maintenance
of motor equipment and bicycles easy and convenient.

by
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XADO UNIVERSAL PENETRATING LUBRICANT

MOTTEC UNIVERSAL TREATMENT
FOR CLEANING AND DEGREASING
PRODUCT FOR CLEANING AND DEGREASING OF PARTS.
ALCOHOL BASED
Universally applied to lacquer coatings, non-painted ferrous and non-ferrous surfaces, plastic,
glass and ceramic. Removes rests of adhesive tape and glue. Degreases the surfaces of parts
before gluing.
▶ Easily removes rests of silicone, grease, adhesive tape and other old contaminations of surfaces
▶ Dries up without leaving any traces
▶ Provides strong adhesion before gluing

40 ml
Art. XA 30114
100 ml
Art. XA 30214

APPLICATION INSTRUCTIONS
1. Shake the can.
2. Spray onto the treated part, wipe with a rag. If necessary, repeat the procedure.

150 ml
Art. XA 30014
300 ml
Art. XA 30314

Aerosol can 150 ml
Art. XM 10002

500 ml
Art. XA 30414
500 ml
Art. ХА 31414
2-position spray jet

MOTTEC UNIVERSAL CLEANER
UNIVERSAL CLEANER.
HYDROCARBON SOLVENT BASED
Removes greasy and other operational contaminations, conservation grease,
dust, soot, asphalt traces. Applied to chains, cassettes, sliding bearings, gearshiﬅ
clutches, brake disks.
APPLICATION INSTRUCTIONS
1. Shake the can.
2. Spray onto the treated part, wipe with a rag. If necessary, repeat the procedure.

UNIVERSAL PENETRATING LUBRICANT SPRAY.
CONTAINS REVITALIZANT®
Designed for any assemblies, mechanisms and equipment.

Aerosol can 150 ml
Art. XM 10003

Indispensable lubricant recommended for use in garages, service stations,
workshops, as well as for hobby, industry and household.
Quickly and easily penetrates threaded and other connections, restores
mobility of rusted parts.
Lubricates any friction surfaces of parts.

RANGE

▶ Removes oil and grease from surfaces of mechanism parts
▶ Protects parts from corrosion and oxidation
▶ Easily removes moisture which penetrated connections of parts
▶ Compensates the ongoing wear of friction surfaces
▶ Chemically neutral towards plastic, rubber and wood
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MOTOR OILS FOR MOTOR EQUIPMENT

ATOMIC OIL

The main distinctive feature of XADO oils is presence
of the Revitalizant® nanocomponent
Now the oil fulfills the following functions:

XADO motor oils manufactured in the Netherlands are high-technology products which meet the strictest requirements
of leading manufacturers of motorcycles. Due to the presence of the patented Revitalizant® nanocomponent, XADO oils gently
care for the engine parts and compensate their wear during the engine operation. The use of XADO oils allows to always keep
the engine reliability, power and fuel eﬃciency on the highest level due to the inﬂuence of the Revitalizant® nanocomponent.
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XADO 10W-40 4T MA SUPER SYNTHETIC
Super synthetic oil for 4-stroke engines of motor equipment.
Contains atomic Revitalizant®.
▶ Applied to 4-stroke engines of motorcycles, scooters, all-terrain vehicles
and other motor equipment
▶ Specially developed for modern high-powered four-stroke engines
of motorcycles
▶ Eﬀective for engines with integrated (or separate) gearbox

▶ Compensates the ongoing wear of parts
▶ Increases the reliability of the engine operation and prolongs the engine service
life expectancy
▶ Keeps the friction surfaces in perfect condition
▶ Allows to avoid metal losses during run-in period and by operation
▶ Reduces fuel consumption
▶ Dampens extreme loads
▶ Decreases noise and vibrations

REQUIREMENTS AND APPROVALS
Meets the requirements of the following speciﬁcations:

SAE 10W-40

JASO MA/MA2

API SL

1L
Art. XA 20132

▶ Protects the engine by cold start

XADO 2T FC SYNTHETIC
XADO 10W-60 4T MA SYNTHETIC
High-quality synthetic motor oil for 4-stroke engines of motor equipment.
Contains atomic Revitalizant®.
▶ Specially developed for engines of motorcycles operated at maximal speeds
▶ Eﬀective for powerful high-speed engines of sports motorcycles and
all-terrain vehicles (ATV)
▶ Due to the special thick formula, forms a very strong oil ﬁlm and withstands
extreme dynamic loads of motor vehicles

Synthetic low-smoke oil for engines of motor equipment.
Contains atomic Revitalizant®.
▶ Applied to engines of motorcycles, scooters, snowmobiles and other motor
equipment with air or water cooling system
▶ Specially developed for 2-stroke engines operated at high temperatures
by maximal loads
▶ Eﬀectively protects the engine during short-time overloads
▶ Due to the low-smoke formula, keeps the engine clean and prevents soot
formation in the combustion chamber and exhaust ports
REQUIREMENTS AND APPROVALS
Meets the requirements of the following speciﬁcations:

API TC

REQUIREMENTS AND APPROVALS

ISO-L-EGD JASO FC/FD (bajo humo)

Meets the requirements of the following speciﬁcations:

SAE 10W-60

1L
Art. XA 20128

JASO MA/MA2

API SL

20 ml
Art. XA 20216

1L
Art. XA 20116
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